Dimensions
w38 - h37
Weight
0.85kg/m

4|<H_| USA Instruction Sheet
LEDstream Eco 37 Recessed - Mounting - Spring
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The light source contained in this luminaire shall only be replaced by the manufacturer or the service agent or a similar qualified person.
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1. Measure the body length

LZ. Subtract 5mm to determine cut out size
310 -

Cut out size calculation.

Important

LEDSTREAM ECO 37 Recessed
13 MM Gyprock Installation Instructions

Patented

Revised 10.27.2016

Press spring clips in on insertion

Determine position of fitting, cut out slot for lamp
unit. Connect 24V wiring and push into place.

Installed.

33

Cable management

Fixing Surface must be flat and free of

any distortion. 383

Maximum distance between fixings is
900mm and 100mm from the ends or
corners.

Using appropriate fasteners to suit the
mounting surface is the responsibility
of the installer.
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LEDSTREAM ECO 37 Recessed
38 MM Deep Slot Installation Instructions

Patented

Revised 10.27.2016
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Determine position of fitting, prepare 16mm deep slot

315 — for lamp unit. Drill 16mm@ hole for wiring at end of slot.
1. Measure the body length

LZ. Subtract 5mm to determine cut out size
310

Cut out size calculation.

Connect 24V wiring and push lamp unit into place.

Important

Fixing Surface must be flat and free of
any distortion.

Maximum distance between fixings is
900mm and 100mm from the ends or
corners. 3 .

Using appropriate fasteners to suit the

) ) o Installed.
mounting surface is the responsibility
of the installer. e Cable management
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150mm

Ledstream Recess ECO 37 Lanyard Instruction

Step 1: Remove gripper wire (3) from Gripper sling (5).

Step 2: Install Suspension ceiling barrel (1) inside ceiling void.
Step 3: Re-install Gripper wire (3).

Step 4: Use lanyards to suspend Ledstream ECO 37 Recess under ceiling.

Step 5: Install as per ECO 37 instruction sheet.

Important

LEDstream ECO 37 Recessed Lanyard Instruction

ltem #

Title

Suspension Ceiling Barrel

Suspension Ceiling Barrel Cap

Gripper Wire 0.5m

Gripper Sling A

Gripper Sling B

Suspension Sling

Ledstream ECO 37 REC
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Fastener

- Using appropriate fasteners to suit the mounting surface is the responsibility of the installer.
- Units should be evenly supended to avoid the over-loading of suspension wires.
- A maximum loading of 50kg is recommended on a single wire at any one time.
Please ensure that excess suspension wire cannot contact lives wires by either

a) insulating excess wire
b] cut off excess wire (if wire is cut, the fitting cannot be removed and refitted unless new suspension wire is used)

c] If the external flexible cable or cord of this luminaire is damaged, it shall be exclusively replaced by the manufacturer or his service agent or
similar qualified person in order to avoid a hazard
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Tool Lt;s\ @ @ @ @ Within 0.5m Join
Adjustment Timber Gyprock Metal plug Plastic plug Max 10deg | Internal Gripper or bend
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